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SUPPLEMENTARY GINERAL CONDITIONS. | P. 1.
1.- SRTTING OUT THE WORKS:
. The coﬁtracﬁbrf@iail set. ocut the works in‘acccrdance with drawings.. 4il
‘lines to be aucurstely worked in white chalk or ctherwise to be satisfaction
of the Arehitect, and during the pregress of the work shell amend st his own
cost any ercors grising from the inaccurate setting out, unless the. architect
~shall decide to the contrary. ' )

2.~ FACTLITTES:

“he fonpractor‘is to afford all facilities tc other tradesmun and provide
where necessary all attendance including scaffolding, water, lighting & power.

BT remre LT Y IR AT

" 3.~ SHEDS & “ORKSHOPS: -

The cbntragtor:shall provide all neceaaghy'sheds and workshous for the use
- of the woikmen and storage of materials ard maintain the same ani xeep in order
to the sutisfaction of the architect and remove them on Cempletion of the works.

“he- CLEANING ON COMPLETION: -

All roofs walls, floars, and pavingses, etc. to be scrubbed; all glass to
be cleared out and the premises left clean, perfett, watertight and fit fer
taoitation on completion. o , .

fﬁSﬂVéTIOﬁ

' 1.~ sgged cr Omitted Pxcavation:

(2) Should the bearings at levels jndicated be found by the irchitect e
insufficient, hs may order the excavation carried to prcper bearings,

Sucu «crk shall be classed as additional work and the rost therec’
shall be getermined by the unit price given in the schedule of prices,

(¢} Should preper bearings be be found at a less depth than indicated,
the Arcritect may order the omission of excavation. The Contractor
shall allew & credit for work omitted cn the unit price in the Con-
tract,

CONCRETCR - . STATINTL

£11 cement are pwtduéed by(
on the works that the cement had caraged or lumpy.

L?-f §§£2-~ ' . v rE . , 5
A A1l sand used to he good, ¢lean, sharp and tec be free from clay, or- -
~ ganic matter and other impurities. o

Not allowed to be used
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P. 2

to e from a hard pebble crushed
tc the maxemn sizes of 3/4"
fLiﬁ% footlng and ooting beem 15 to be used from small oebble, to
!%ﬁm 1/4" upwards tc the maximn sizes of 1" ‘

arushed st one or pebble shall he clean w1*hout any slatu, ahale

STATINTL

Le nh;ﬁv a’”g ct its value for bhe poaiticn
‘-t is to be used. Seund stramht_ poles mey on},y be
't*uta and supr ts.

, “»"conttct wlth the c: r*retn aﬂd hdll be free ’rem adhefing
Waterial ‘or other dePect whnic* -hall mar the surface. :
'311 ralqawork an “@ntnrwné ars LG be n*atly and ac»u*ately put

"egﬂer

S e T o? suffig;pnu scantxng anc so f:dced ~nd t;ea as to be 1urfxci°nti:arigid
S ' o a.tO»oarryqthe welgnht of corcrete, men, plant and gther loads which may be

T -brought oﬁ to them Zuring the suoe S8 ¢f creating without « daftatignﬁ,
~ 0 s 0f “more &han l/&"

S
e

- ﬁmeVal of Cegtcr__g

, ‘ - “AlY centerin: chull be removed with 5re=test care, beam~‘
ST 'sides, and soffits oi slucs mcﬁ he romoved in sections after 12 ddys,’
‘ zoffits of cantilever slubs are to be removed 20 days aflter concrgtlggv

6.~ Steei: ' o
e : , The contr dCtO? Juppl_, ul-s vars are tc be free from dirt,
L. - oil, paint, loose rust or scale. Th bEuilﬁ musl be completed before
- STATINTL " the steel is fixed in position. The steel is tc be fixed in position
' exactly where shown on the drawings aad tre bars must securely wired to-

gether with S.%.0.418 wire wherever necegsary to prevent any dis place~
‘ment driring concreting.
)
7.- Proportion & Mixing: :
R Reinforcel Cuncrete to be in sccordance with detail draw--
i ' - 1ings supplicd by the arcrit:.t & Engineers.

pwtc

" Concrete A Sompesed as follows shall be used for the concrste = »
Rocf Glabsy Beams, Cclumns,
Crushed pebble to pass V4" mudh = = = = = ~ = L cu. ft, .
Sand - = = = = = - - - ~ - e - - - - - - 2 cu. ft.
Cement = -~ = = = = = = = = = 0 = = = = =~ =~ - = 1 za. ft.
(arprox. 1: 2: 4 mixture)
Concrete B Composed as follows ehall be used for the concrete

Fobting, & Footing Beams.

.'Pebble to pass 1" MdSh - - - - - - - = 4 cu. ft.
& ‘ Sand =~ = - = = =~ - . L e e o o - - - =~ 2 cu ft.
et o Cemert = ~ - = - - - e = e e~ ==~ 1]cu. ft.
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¢qncretoﬂ€" ’ Somppsed as,fqllqys, Shali>be used for plain concrete . )
° ' ST : :
Grcun@fFIoof, ﬂali qutihgs andlDrife Ways, etc.
w Pebhle tquaggpléﬁ;mash, sand and cement in propertion of 1:'3: 6
8.~ Portection. TR ; - - |
N e Immcdia@elyv&ftcrﬁthe’final finishing operations the surface cf
. :the concfete slah shall be covered with wet canvas ‘or sopty sacks.
This covering shall be kept moist by spraying witn water in such a.
- ., manper that the surface of the concreste will not be damgaed. The :
- Tislab shall ®e kept moist until the conerete has taken its finsl set. :
| BRICKLAYE
o | : . R , S 7 i
The bricks to be used on the job to be lst. quality over-burnt bricks, :

. the $lze not less than 2" x 4™ x 9". Under-burnt bricks or bricks con-
" talning large fissures will not be allowed to be- used. '

) Al common brickwork is to be carried out in british bond, aad’ . :
T - Joints thoroughly flushed up with cement morgar. ' mune e ;

i3, Wetting Bricks-

S All bricks are to be well wetted before being laid. The tops :

v of the walls where left off to be well wetted before recommencing them ;

as often as the Architects may deem necessary. o o o !

!oi&g{ for Brickwork:- L o : A , ‘
e el #11 ‘brickwerk is tc be built in mortar ccemposed of:

o '1'par cement. o ' ;

“ "3 parts sand. i

(fivﬂggggfooz,courser‘. ‘ v . : s Yo o SN :
AR . To all brick walls, a 2 ply asphalt damp proof course is
to be lald at levels 6" from grade line. . AR )

' i All hollow block to be used on the job is-composed of:
1 part cement L ‘ R

© 3 parts sand o
... @ parts thinder

ASTERER

 Flagter: _ B '
e s . .- K11 walls, partitiens and ceilinga to be plastered unless
2o v apecified otherwise, and to have gornices all to detail drawings. EBefore
#% plastering all brick and concrete wall surfaces will be sprayed with

7.2 coats us follows: : : LT

% | 1st. coat 1/2" thick formed of - 1 part cement |
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This to be scratched, and after 7. hours the 2nd cost
will ‘be followed. .

2nd% coat is to be composed of 1 part cement -
T 2 parts asand
‘HA, e Pinal coat - - - - - - - - - = Fine 1itme putty.

- 2.-=!xpernal Waiisﬁ

< Shé,extgrnai walls are to be faced with cement plaster as

féllows: s 3 - f

- it lst. coat 1/2" thick composed of 1 part cement

P : , R , 3 parts sand

I ST ... a&nd. coat - - - -~ - o - - - 1 part cement
,STATlNTL { : : 2 parts sand

CARPINTER & JOINER

TATINTL * - All timber to be used of except the wooden windows to be used of
2 L lat, quality of 1 timbers Qust perfectly dry, thoroughly

well-seasoned; free fram Sap, shakes, loose and deadknots, or other de-
fects, - ‘ ‘

.= Door Frames: o . -
R S ' All the frames to be used for doors with 3" X 6" anc for windows
0 with 24" x 6" all‘frames ar: to be secured to brickwork with W.I. hold
faste to be built.into the walls in cement mortar.

| ;"'3: - Jeints : ’ . .
‘ ‘ ALl joints shall be of the type spccified or as is most appropriate

in the circumstances. Loose joints shall be allowed wherever expansion
or constraction is possible and 8¢ .arranged that movement can take place

without impalring‘the strength stability or appesrance of the finished / i
centruetion. ' o . i

" L.- Architecves: . o - . )
NTL - To be ig!:ccor'ding to doors and windows 3/L" x 1!" wrought t
o ' o and'moulded €& mitred at head and stoping on skirting block 4" .
T Lo . i

from floor.

“ 5,~ Wooden Floor: . o .
o ALl the wuoden floor to be used of 1" x 3» -board t STAZINTL
- PaVIOR & TELEK :

o le- Ceaent Finish Flcor: L - _

TR . A8 shown on plans, to be composed of 1 part cement, Z paris
sand; 3/4" thick, and 6" high covered skirting except where ctherwise spacifi-
ed in the drawings. : S '

2,&- Te&ago : FlOgI‘:

7 ' T B :
| At Materlala:- (a) cammon cement o _
Fow : (b)‘Division Strips: Strips for dividing terrazzc shall be 418 5
cu S ’*g_n§5“5¢f°f trass. v : o 1
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(c, oaﬁd band shall be snarp, clean free frnm all detoriu45
" -matertsl.

(d/ Marble Cranules: Xind and size of marble wznd color

S of, shall be in acccred with samples to be submitted and
s . approved by the Architeci.

- By " Workmunship:~ - (a) Clean concreted iloor ¢f all plaster, dirt, and wet

e Tl : . ‘ thercughly lay nixture of one part cement ard three
o S f?‘n-  parts sand and bring S”ﬁﬁ Lo a level 5/8" telicw

. ‘finish flocr levei.’

~{b) install diviger sirij. intc the unisr bed while saame
is still demi-plasric.

(¢) Surfacings: Machire rub lmﬂr“ A¢th S0arse Cargc andtal

grit stocne when they n ve wet nsrd., Nowt apply on tre
) surface @ light grouting «f purs ;emen:, this gr.ut
to remuin until fliagl c?eenfng .
C ‘
_ (d) Bage: K" ceaernt consrets bsss coowossd of)
S SRR : _ 1 parv ceaent
- : 4 perts sand
{ parts pebble

o  HARDVARE
by

--*Higggsé . :
Do 41} hiuges tc be in brass. Entrance dcor to have taree (3) hinges,
S cher ‘doors’ two hinges. .

2 - Eﬁili. '“V;n~;'%f : - . e
- . © All doors to have a brass lock complet: with handies.

;ﬂﬂll,slide,vindons ty ve setting with a rollingy ball

SLAZIER

. éll glaaa 4o be used for windows, ¢L oz. with ro¢ *lpd glass. . The
bpl;te glasa t& used to enprunce docr, :

b gEL LT e - STATINTL
;hﬂgest lin6d oi1 pu%ty is to be used. ' N )

B

——

bamples and colour
oprovad cbtd;ned from saﬁm
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- 3.~ Woodwork: -
R ALl woodwork shall be sand- -papered waxed and oolxshej or sta;ned
©.agd varnised to required eolowr. Inside windows and dcors shall be painted
2 coats of stain and varnishy All wooden floor shall be finished with
4 coats of st ain and pelished, a8 follows:
cvat-gy* s;ain, colour s=zlected by Archltect
coats gloss poish, light sand-papered.
zoats - gloss polish, light sand-papered.
coats . gloss polish, and wexed.

R S VIV

D dpe= Wall & Ceilla;:

£11 intericr wills and cellings are to he tuice 1ime wached,
Q;_ggijg on_Com g@et;gn._-" ‘ ' '
ik A1l Tloor to bs wested. all marks on paint to be
,;*“ . Sponged of4, “whole of the bulldings left clran, rerfect and watertight con
' completioq tc the Sqti° action of the Ar&hitoct

DﬂaLVuAIP

S ?rainaf . _ :
v ' The dralaava viork is tc be carrled sut by the .ontracter, sll dralns

tube laic to the proper lines and levels. : S .

. Prains are to Ea aanstructnd of brick in cnmcnt matar, and they are
to be ldid on a bed of 1: 3¢ 6 cenent conerete.

<

-ﬁ-w

Bainuater pipes are tobe of 23" x 3" G. I. pupes.

e
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